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omatic Pallet Positioners

Self-Leveling, Heavy
Duty, Pneumatic

lb .2,500 to 4,000

For Pit Installation

Pallet Loader

Model Number Format
EZ-2 -40

Series “EZ-2” 
Automatic Pallet Positioner
(Pit Mount)
Capacity Range
40  2,000  4,000 Ibs.

U.S. Patent Number 5,490,7,58

Description
Bishamon EZ-2 Series Pallet

Loaders are the modern way to
manua l l y  load  pa l le ts  by  b r ing ing
the  leve l  and  loca t ion  o f  the  top
of the load closer to the person
doing the work. Time for pallet
loading can be reduced by 40%,
thereby substantially increasing
product iv i ty .

The EZ-2 may be pit mounted
next  to  an  accumula t ing
conveyor for maximum efficiency
and when loaded allows easy
access with a hand pallet truck
or  s im i la r  equ ipment .
Standard Features

 Load weight compensating

 Rotating work surface minimizes
stretching

 Pit installation allows load removal
with a hand pallet truck

 Firestone Airstroke ActuatorTM  raises
and lowers the table platform to
ve r t i ca l l y  pos i t i on  t he  pa l l e t  t o  a *  Flush with f loor surface.
conven ien t  he igh t .
! Spring-free, uses air to pressurize

 Pressure relief valve prevents

Airstroke Actuator
excess pressures

 Firestone tests each unit and warrants
# Automatic toe guards for

them for a lifetime against workmanship
maximum operator safety

or material defects
! Automat ic  brake prevents
rotation of work surface in

# System easily adjusts for varied loads
without guessing or changing of springs

co l l apsed  pos i t i on
 Clean design with minimum Note 1: A filter and non-relieving regu-

# Sel f -dampen ing  cons t ruc t ion of  main tenance requ i red lator are required for proper operation.
min im i zes  l oad  osc i l l a t i ons ! Product comes fully

Note 2: Air tubing for ControlValve

 Heavy duty, structural steel assembled readv to install in oit
Mounting is  supplied as standard.

to keep top of the load at a construction,-with rugged platform
convenient working height structure to handle rolling loads

! Sur faces phosphat ized and
a polyester powder coating applied

tomatic allet  Positio
Self-Leveling,
Heavy-Duty,
Pneumatic
600 to 2,500 lb.
Capacity
For Surface
Installation

EZ-3 -25

Descr ip t ion convenient working height
Bishamon EZ-3 Series Pallet M l  Firestone Airstroke Actuator’”

Loaders are the ergonomic way prov ides  max imum load  ad jus tab i l i t y
to manually load or unload pallets  Spring-free, uses air to
between a feed conveyor and pressurize the Airstroke Actuator
transfer conveyor. By bringing the  Firestone tests and warrants
level of the top of load closer to each Airspring for a lifetime against
the worker, the EZ-Veyor substan- workmanship or material defects
tially increases productivity. Time  System easily adjusts for varied
for pallet loading can be reduced loads without guessing or
by as much as 40%. changing of springs
Standard Features ! Sel f -dampening opera t ion

Load weight compensating to minimizes load oscillations
keep the top of the load at a  Heavy-duty, structural steel
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Model Number Format
EZ-3  25

Series “EZ-3”

25 = 600  2,500 Ibs.

IJ.S.  Patent  Number- 5,299,906

Selector Table for EZ-3 Series. Capacities 2,500 Ibs.
T r a v e l  C o l l a p s e d  C a p a c i t y  R a n g e  H e i g h t  ( i n c h e s )  S h i p  P r i c e

Model ( i n . )  M i n i m u m M a x i m u m  L o w e r e d *  R a i s e d  W e i g h t
EZ-3-25 21 1/4 600 Ibs. 2,500 Ibs. 1 1 % 32-3/4 630 Ibs. $4,095

construction throughout  Product comes fully assembled
 Pressure relief valve prevents Surfaces phosphatized and

excess pressures a polyester powder coating
 Automatic conveyor roller i s  a p p l i e d

brake minimizes pallet Options (See EZ-2 for details)
movement during loading  Control valve stand

 Clean design with minimum Non-relieving air filter/regulator
of maintenance needed


