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SPECIFICATIONS

FRAME: 2-5/8”  deep x 1” flange x
12 ga. painted formed steel channel.

WHEELS: 1-1 5/1 6” dia. pprelubricated
ball bearing zinc-plated steel wheel with

labyrinth seal and hardened raceway.

AXLES: 1/4” dia. galvanized steel
bolt-type axle and lock nut.

CASTERS: 4” dia. hard rubber casters.
Rigid on in-feed end. All others are
swivel. Floor lock on both ends.

TRANSFER ROLLERS: Eight 1” dia.
x 18 ga. galvanized. steel rollers on
1 - 1/2” centers.

FLOOR SUPPORTS: Adjustable SL
supports mounted directly to frame.
Supplied with knee braces.

CAPACITY: 50 Ibs. per wheel; 350 Ibs.
maximum distributed live load per

MODEL NO. EXPLANATION
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BF wheels /k
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WHEELS NO. Sections 2 3 4 5
PER  FT. BF OAW “B”  UNIT WEIGHT (lbs.)

12

I

10" 12 3/4" 15 1/4" 349 512 676 840
18 16" 18 3/4" 21 1/4" 390 576 762 948
24 22" 24 3/4" 27 1/4"" I 436 646 856 1066

10’ section,

SECTION ‘D-D’

n 4 week shipment


